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TECHNICAL DETAILS  

 
HORIZONTAL BORING MACHINE 

 

BORING MACHINE SACEM MST 130 A/C           YOM: 1987 
 
 
 
CONTROL UNIT:  .............................................   HEIDENHAIN TNC-135 
 
 
MAIN CHARACTERISTICS 
 
 

SPINDLE 

Main spindle diameter ...............................  130 mm 

External main spindle taper nose ................  ISO 50 

External milling spindle taper nose ..............  ISO 60 

Internal main spindle taper nose .................  ISO 50 

Vertical traverse of the head ......................  1600 mm 

Horizontal traverse of main spindle .............  1100 mm 

Main spindle speeds (18) ...................................  5 - 1000 r.p.m. 

Progression rate .................................................  1,36 

 

TABLE 

Dimensions ..............................................  1600 x 2000 mm 

Longitudinal traverse of the table ................  2500mm  

Cross traverse of the table .........................  2600mm  

Maximum weight on table (centered) ..........  8000 kg  

Maximum weight on table (in corners) .........  6000 kg  

 

FEEDRATES 

For all axes in continuous variation.. ........ … 3 - 2500 mm/min 

 

RAPID FEEDRATES 

Rapid travel (X/Y/X) ..................................  3000 mm/min 

 

POWER 

C.A. motor for main spindle drive ...............  22 kW 

Nominal D.C. motor torque for feed drive ....  65 Nm 
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